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TECHNICAL SHEET

ALMA D2

Product code: ALM46177

OSMONT

Type: IN-12U2/123/S12 HF* UK EZ
yp 123/ CE| |ca| |ov| [par
Short description of the luminaire: Brass polished | ceiling or
wall E27 light with HF sensor | TRIPLEX OPAL hand blown glass
shade|
Technical data ,
Types of luminaires Sensor Ve A-—\\\\
Mounting type surface mounted (4
Base material brass
. three-layer glass TRIPLEX
Shade material OPAL
Base color polished brass
Shade color white
Holding the shade folding system
Mounting location ceiling/wall
Width 350 mm
Length 205 mm
Height 140 mm
mounting holes (diameter]) 4x@5mm 205
— 1
Cable entrance 2x@16mm —_ B
Impact strength 1K01
Operating temperature from -20°C to +30°C
Electrical data & 8
Voltage type AC
AC voltage 220 - 240V
Power consumption 25 W i -
Ingress Protection IP41 100 | 125 205
Socket E27
Sensor HF
terminal block screw terminal block
Lumlnous data 135° 150° 165° 180° 165° 150° 135
Blue light hazard Risk group 0 w
120
Eulum data for calculation programs are available at 5 100 56
www.osmont.cz. 8
60
105° 20 105°
90° 90°
75° 75°
60° 60°
459 30° 152 0° 15¢ 30° 45
cd/kim n=66%
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Logistical data

EAN 8591728461775
Weight NTTO 2.2 Kg

Weight BTTO 2.4 Kg

Number of cartons 1 pcs

Package volume 0.014 m®
Package 1 width 0.38 m
Package 1 length 0.245m
Package 1 height 0.15m
Warranty* 60 months

*The warranty for the batteries is valid for 36 months from the
date of purchase.

Installation dimensions:
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Additional assortment:

Lampshade
Product code Name
20027 123
OSMONT, s.r.o.

HYBRALEC 129,
586 01 JIHLAVA, CZ

Color

white

Picture
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